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Number Symbol Description
14 trees _QV — Live Oak (Quercus Virginiana)
2.5" Diam. — 10" High
_ LI = Crepe Myrtle (Lagerstroemia Indicia)
13 trees {:} 1.5” Diam. — 8 High
VO — Viburnum Hedge (Viburnum Oderatissimum)
O _ 9
109 shrubs 30” High @ 30” O.C.
12,500 sf v v v — Bahia Sod
855 of S S S S 4 — Ground cover, Juniper Parsoni @ 127 O.C.
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Form saucer with °9

3” continuous rim
|

Clean backfill e N
Mix water and tamp |||:| | |:||
to remove air 1T
pockets =

Remove Organic Burlap ||E|
from top 1/2 of root ball
remove man—made

burlap material entirely

Shrub Planting Detail

Spread

e Plant so that top of root
ball is even with finished
grade.

* Paint all cuts over 1” dia.

* Flag quying wires with
surveyors tape.

Description

Date

2 [01/09/08 County Comments
1 112/18/07 County Comments

£ 3

Revisions

Overall Height

Rubber hose 17 dia.

Guying wires 2 strand twist
12 gauge wire

3 — 2"X4"X24" press
treated stakes. Top of
stakes 6” above ground

Clean backfill Mix water

FORM
SAUCER

Trunk Height

Specified CL.

and tamp to remove air

pockets.

Remove Organic Burlap
from top 1/2 of root ball
remove man—made

burlap material entirely

Tree

Planting Detail

Irrigation System

Contractor is to provide a complete irrigation system, properly zoned and

acceptable to local jurisdictional regulations.

Contractor shall provide

as—built drawing and appropriate manuals at the completion of the work.
System components to be Rainbird or equal and shall include:
— Reduced pressure backflow prevention device at point of water supply.
— Solid state control panel and monitoring board.

— Rain sensor and shut down relay.
— Electronic zone valves.
— Class 160 PVC lateral piping with

SCH 40 PVC under pavements.

— Testing of system and operation instructions to owner.

— 12 months full warrantee

Landscape Notes

1. All plant material shall be of Florida No. 1 Grade or better.
2. Al plant material shall be guaranteed for 90 days.
3. All sodded areas marked on plans shall be rolled to insure an even

look.

4. The landscape contractor shall be responsible for finished grades and

any shaping or pruning of material specified on plans.

5. Landscape contractor shall notify the owner or owner’s representative

of any discrepancies of field conditions immediately.

6. All plant material shall survive climatic conditions of the area.
7. Any existing trees shown to remain are to be protected and if
removed or killed shall be replaced in kind.

Darcy Unroe PE 60929
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